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SLAB INFORMATION

Total Slab Theo. Concrete Volume Recommended

Depth, in. | Yd®/100 ft? ft / ft Welded Wire Fabric
5 1.08 0.292 6x6 - W1.4xW1.4
51/2 1.23 0.333 6x6 - W1.4xW1.4
6 1.39 0.375 6x6 - W1.4xW1.4
6 1/4 1.47 0.396 6x6 - W1.4xW1.4
61/2 1.54 0.417 6x6 - W2.1xW2.1
7 1.70 0.458 6x6 - W2.1xW2.1
71/4 1.77 0.479 6x6 - W2.1xW2.1
71/2 1.85 0.500 6x6 - W2.1xW2.1

(N=14.15) LIGHTWEIGHT CONCRETE (110 PCF)

TOTAL SDI Max. Unshored Superimposed Live Load, PSF
SLAB DECK Clear Span Clear Span (ft.-in.)
DEPTH TYPE 1SPAN | 2SPAN | 3 SPAN 8'-0 8-6 9'-0 96 [ 100 [ 106 [ 110 | 116 | 120 | 126 | 130 | 13'-6 | 14'-0 | 14'-6 | 15-0
3VLI22 10-2 12-4 12'-9 141 127 115 105 96 67 60 54 49 45 40
5.00 3VLI20 11'-11 14'-2 14'-7 163 147 133 121 110 102 94 87 59 54 49 44 40 O
(t=2.00) 3VLI19 13-4 15-7 157 185 166 150 136 124 114 105 97 90 84 79 52 47 43 o
35 PSF 3VLI18 13-9 16'-1 16'-1 244 222 204 188 174 162 151 142 133 126 119 112 85 79 75 g
3VLI16 14'-5 1611 16'-11 277 254 234 217 202 189 177 166 157 149 141 134 127 99 94 'U
3VLI22 9'-8 117 12'-2 161 145 131 120 85 77 69 62 56 51 46 42 o
5.50 3VLI20 11'-3 13-7 14'-0 186 167 151 138 126 116 107 74 67 61 56 51 46 42 m
(t=2.50) 3VLI19 12'-8 15'-0 151 211 189 171 155 142 130 120 1M1 103 96 65 59 54 49 45 :|
39 PSF 3VLI18 13-4 15-7 157 278 253 232 214 198 184 172 161 152 143 135 103 97 91 85 m
3VLI16 14'-0 16'-4 16'-5 316 289 267 247 230 215 202 190 179 170 161 153 146 114 107
3VLI22 9-3 10'-9 11'-9 181 163 147 107 96 86 78 70 63 57 52 47 43
6.00 3VLI20 10-9 13-1 13-6 209 188 170 155 141 130 93 84 76 69 63 57 52 47 43
(t=3.00) 3VLI19 121 14'-5 14'-8 237 212 192 174 159 146 135 125 116 80 73 67 61 56 51
44 PSF 3VLI18 12'-11 15'-2 15'-2 312 284 261 240 223 207 193 181 170 161 124 116 109 102 96
3VLI16 13-7 15'-9 16'-0 354 325 299 277 258 241 226 213 201 190 181 172 135 128 121
3VLI22 9'-1 10-4 11'-6 191 172 155 113 101 91 82 74 67 60 55 50 45 41
6.25 3VLI20 10-6 12-10 13-3 221 198 179 163 149 137 98 88 80 73 66 60 55 50 46
(t=3.25) 3VLI19 11'-10 14'-2 14'-6 250 224 202 184 168 154 142 131 93 84 77 70 64 59 54
46 PSF 3VLI18 12'-9 15'-0 15-0 329 300 275 253 235 218 204 191 180 169 131 122 115 108 101
3VLI16 13-4 15'-6 15'-10 374 343 316 293 272 254 239 225 212 201 190 151 143 135 128
3VLI22 811 10'-0 11'-4 200 180 134 119 107 96 86 78 70 64 58 52 47 43
6.50 3VLI20 10-4 12'-7 13-0 232 209 189 172 157 114 103 93 84 77 70 63 58 53 48
(t=3.50) 3VLI19 117 14'-0 14'-4 263 236 213 193 176 162 149 138 98 89 81 74 68 62 57
48 PSF 3VLI18 12-7 14'-9 14'-9 346 316 289 267 247 230 215 201 189 178 138 129 121 113 107
3VLI16 13-0 15'-2 15-7 393 360 332 308 286 268 251 236 223 211 200 159 150 142 134
3VLI22 8'-5 9'-1 10-4 230 173 153 137 122 110 99 89 81 73 66 60 55 49 45
7.25 3VLI20 9'-9 12-0 12-5 267 240 217 197 146 131 118 107 97 88 80 73 66 61 55
(t=4.25) 3VLI19 10'-11 13-4 13-9 302 271 244 222 203 186 137 124 112 102 93 85 78 71 65
55 PSF 3VLI18 12'-0 14'-4 14'-4 398 362 332 306 284 264 246 231 217 169 158 148 139 130 123
3VLI16 12-4 14'-6 15-0 400 400 381 353 329 307 288 271 256 207 194 183 173 163 154

Notes: 1. Minimum exterior bearing length required is 2.50 inches. Minimum interior bearing length required is 5.00 inches.
If these minimum lengths are not provided, web crippling must be checked.
2. Always contact Vulcraft when using loads in excess of 200 psf. Such loads often result from concentrated, dynamic,
or long term load cases for which reductions due to bond breakage, concrete creep, etc. should be evaluated.
3. Allfire rated assemblies are subject to an upper live load limit of 250 psf.






